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DETAILS

Product Number C14275_SHELLY-T-6X1-N

Family Shelly

Type Lens

Color clear

Diameter 119,8 + 19,6 mm

Height 7 mm

Style rectang

Optic Material PMMA

Holder Material

Fastening screw, pin

Status production ready

ROHS Comliant Yes

Date Updated 29/07/2014

OPTICAL PROPERTIES
 Viewing Light Effi-   

LED Angle Beam ciency cd/lm Connector

XB-D Asymmetric degAsymmetric 94 % 0.430 -

XQ-D sim: AsymmetricAsymmetric sim: 88 % - -

XQ-E asymmetric degAsymmetric 93 % 0.510 -

XP-E sim: AsymmetricAsymmetric sim: 92 % - -

XQ-E HI sim: AsymmetricAsymmetric sim: 92 % sim: 0.530 -

LUXEON Z ES asymmetric degAsymmetric 93 % 0.500 -

LUXEON T Asymmetric degAsymmetric 94 % 0.440 -

LUXEON Rebel ES Asymmetric degAsymmetric 94 % 0.450 -

LUXEON Rebel Asymmetric degAsymmetric 94 % 0.490 -

LUXEON TX Asymmetric degAsymmetric 94 % 0.450 -

NF2x757A Asymmetric degAsymmetric 94 % 0.460 -

NCSxx19A asymmetric degAsymmetric 94 % 0.460 -

NCSxx19B Asymmetric degAsymmetric 94 % 0.410 -

NVSxx19A Asymmetric degAsymmetric 94 % 0.440 -

NVSxx19B/NVSxx19C Asymmetric degAsymmetric 94 % 0.420 -

NF2x757G sim: AsymmetricAsymmetric sim: 92 % sim: 0.500 -

Duris S5 (2 chip) asymmetric degAsymmetric 93 % 0.480 -
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Tolerances if not otherwise shown
According to DIN ISO 2768-1
Linear measures:
Up to 30mm class M, otherwise class C.
According to DIN ISO 2768-2
Form and position: class L
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PCB SUGGESTION (6x1)

To ease assembly: two main 2mm
position pins holes recommended
to use - other holes larger sized
or oval/oblong geometry.
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Snap possibility from 6x1 up to 1x1.
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Led direction for rebel /
rebel-es / luxeon-r /
luxeon-a led types

90deg
turn
also ok





















































NOTE: The typical divergence will be changed by different color, chip size and chip position
tolerance. The typical total divergence is the full angle measured where the luminous intensity
is half of the peak value.


