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Split Bobbin with High Isolation

Split/Tran™  Low Power Transformers

Custom versions available upon request.

Size VA
L W H ML A B C Optional Mounting

Screw & Nut* Weight

Inches (mm) lbs (kg)

2 1.1 1.37
(34.9)

1.12
(28.6)

0.97
(24.6) - 0.25

(6.4)
0.25
(6.4)

1.20
(30.5) - 0.17

(0.08)

3 2.4 1.37
(34.9)

1.12
(28.6)

1.21
(30.8) - 0.25

(6.4)
0.25
(6.4)

1.20
(30.5) - 0.25

(0.11)

4 6 1.62
(41.3)

1.31
(33.3)

1.31
(33.3)

1.06
(26.9)

0.25
(6.4)

0.35
(8.9)

1.25
(32.5)

Nylon   
4-40 x 1.37             

(4-40 x 34.9)

0.44
(0.20)

5 12 1.91
(48.4)

1.59
(40.4)

1.45
(36.9)

1.25
(31.8)

0.30
(7.6)

0.40
(10.2)

1.41
(35.8)

Nylon   
4-40 x 1.37             

(4-40 x 34.9)

0.70
(0.32)

6 20 2.25
(57.2)

1.88
(47.8)

1.45
(36.9)

1.50
(38.1)

0.30
(7.6)

0.40
(10.2)

1.60
(40.6)

Nylon
4-40 x 1.37                

(4-40 x 34.9)

0.80
(0.36)

7 36 2.62
(66.7)

2.18
(55.5)

1.59
(40.4) † 0.40

(10.2)
0.40

(10.2)
1.85

(47.0) † 1.1
(0.50)

* Available from Signal, part numbers ST-MS (screw) and ST-MN (nut).
†  Size 7 has 4 mounting holes on 2.18 x 1.75 centers for #6 screws.
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6 Pin
Type ST
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50/60 Hz
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Indicates like polarity
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8 Pin
Type DST

115/230V
50/60 Hz
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Indicates like polarity

See Accessories page for mounting screw information.


